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DUST COMMANDER®

High performance cyclone filter element / Dust collector

ReferenceReference
DUST-DLX-ESD

Description Description 
- High efficiency pre-filter (>99%)
- Low cost
- Electroconductive
- Compatible with shop vacs and ring blowers up to 2.2kW

Scope of deliveryScope of delivery
1 x DUST COMMANDER DLX ESD MKII filter
2 x 40mm adapters (only for units shipped after 03/2021)
2 x 35mm adapters
2 x 32mm adapters
1 x MOUNTING KIT including :

- 4 x DIN 7981 4,2 x 25  stainless steel A2 pan head tapping screw type C, cross 
recessed H (phillips)
- 4 x DIN 9021 M5 (5.3) stainless steel A2 washers
- 1 x silicone gasket
- 1 x self ashesive cutting template

Max air flowMax air flow
240m³/h

Build materialBuild material
30% glass filled ESD polyamid (PA30GF) with surface resistivity < 1E6 ohms/square / 
Black color

COOCOO
Lithuania

HS CODE HS CODE 
8421392090

EANEAN
3760013430023

HeightHeight
31.5 cm

WidthWidth
17.8 cm

DepthDepth
15.2 cm

WeightWeight
0.39 kg 

Packing dimensionsPacking dimensions
1 unit : 30 x 20 x 17 cm / 16 units : 61 x 52 x 38 cm / 32 units : 69 x 61 x 54 cm 

Packing WeightPacking Weight
1 unit : 0.7 kg / 16 units : 11.2 kg / 32 units : 20.7 kg

31
5

Ø152

Ø50
Ø55

17
8

Ø
55

Ø
50

10

A A

A-A (1:5)

Ø66.5
Ø72
Ø76.5
Ø81

31
5

Ø152

Ø50
Ø55

17
8

Ø
55

Ø
50

10

A A

A-A (1:5)

Ø66.5
Ø72
Ø76.5
Ø81

DLX MKii


